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AQUA-JET CO.

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

432 Aqua-Jet Sx1 89-90 – – PTX19BS-FS – CB16-B –
430 Aqua-Jet Sx1 91 – – PTX19BS-FS – CB16-B –

ARTIC CAT

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

770 Tiger Shark 97-99 PALP-14LAHY – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
640 Tiger Shark 97-99 PALP-14LAHY – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –

BRP (SEA-DOO)

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

1630 GTX 300 18-19 PALP-30LHY – PIX30HLBS-FS – CB30CL-B –
RXP X 300 18-19 PALP-30LHY – PIX30HLBS-FS – CB30CL-B –

1500 GTI, GTR, GTS, GTX, RXP, Wake 16-17 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
GTI, GTR, GTS, GTX, RXP, Wake 18-19 PALP-30LHY – PIX30HLBS-FS – CB30CL-B –
GTI, GTX, GTR, RXP, RXT, Wake -15 PALP-30LHY – PIX30CLBS-FS – CB30CL-B –
GTX 4-Tec, RXP 03-07 PALP-30LHY – PIX30CLBS-FS – CB30CL-B –
Fish Pro 19 PALP-30LHY – PIX30HLBS-FS – CB30CL-B –
All other Models 94-07 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
All Models 88-93 PALP-20LHY – PTX19LBS-FS – CB16L-B –

900 Spark 14-19 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
780 3D -07 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

FAZER

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

430 All models PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

HONDA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

1470 Aqua Trax F-15, F-15X 03-13 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
1235 Aqua Trax F-12, F-12X 02-09 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

Aqua Trax R-12, R-12X 02-09 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

KAWASAKI

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

1500 JT1500-A, STX, STX-15F 04-19 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT1500B, C, 250X, Ultra LX, 260(L)X, 300(L)X 07-19 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

1200 JH1200-A, B Ultra 150 99-05 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT1200-A, B, C, STX-R, STX-12F 02-07 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

1100 JH1100 ZXi 96-03 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JH1100-B Ultra 130 01-04 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT1100 STX 97-03 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

900 JH900 ZXi 95-97 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT900 STS, STX 97-05 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –

800 JS800 SX-R 03-13 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
750 JH750 B1-B3 93-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

JH750 E1, F2, G1, G2 95-99 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JH750 SS, ST, Xi, XiR 92-99 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
JH750 ST, Zxi 95-97 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JS750 SX, ZX 92-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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KAWASAKI

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

JS750 SXi, SXi Pro 95-02 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT750 STS, STX 96-98 PALP-20LHY PTX20HLBS-FS PTX20LBS-FS PTX20L-BS – –
JT750 XiR, ST, STS 94-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

650 JF650 SC 91-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
JF650 TS 89-96 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
JF650 X2 86-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
JS650 SX 87-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

550 JS550 82-85 PALP-20LHY – PTX19LBS-FS – CB16L-B –
JS550, SX 86-95 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

440 JS440 87-92 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
JS440 77-86 PALP-20LHY – PTX19LBS-FS – CB16L-B –

400 JS400 76 PALP-20LHY – PTX19LBS-FS – CB16L-B –
300 JS300 TS, SX 86-91 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

POLARIS

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

300 All Models All PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

S.O.S. MARINE MFG.

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

300 All Models All PALP-20LHY – PTX19CLBS-FS – CB16CL-B –

ULTRANAUTICS

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

800 Jet Star 1250 (Boat) 88-90 PALP-50N18LAHY – – – 53030 –
Jet Star 1260 (Boat) 91 PALP-50N18LAHY – – – 53030 –
All models 87-92 PALP-50N18LAHY – – – 53030 –
Sea Flash 89-92 PALP-30LHY – – – C60-N24AL-B –
Wet Bike 87-92 PALP-30LHY – – – C60-N24AL-B –
Wet Bike 85-86 – – – – – CHD4-12

WATER SCOOTER INC

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

All Models 85-89 – – – – CB9-B –

WET JET INTERNATIONAL

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

800 All Models All – – PTX19BS-FS – CB16-B –

YAMAHA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

1800 FX, FXR, FZS, VXS, VXR 09-18 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
Waverunner FX, VX, VXR 18-19 – – PTX19LBS-FS – – –

1100 VX, V1 09-18 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
1049 EX 17-19 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
700 Superjet 09-18 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
All All Waverunner Models 87-09 PALP-20LHY – PTX19CLBS-FS – CB16CL-B –
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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