TERMINAL DETAILS
For SLA Batteries PS, PSG, PSH and PG Series

**FASTON 0.187” x 0.032”**
- **F1**
- **F2**
- **FP**

**F1 into F2**
- **F2 into F1**

**SP**
- **SPRING TERMINALS**
  - Fully collapsible positive and negative contacts

**FP**
- **FASTON POLARIZED**
  - Positive: “F2”
  - Negative: “F1”

**W L**
- **INSULATED WIRE LEADS**
  - With JST plug
  - Molex Housing S26-02 & S263-PBT plug on PS-605
  - AMP Housing 1-480318-0 & 8116-1 on PS-1208

**PC**
- **PRESSURE CONTACTS**

**TH**
- **TOY BATTERY CONNECTORS**
  - H-connector PS-6120 TH

**TS**
- **TOY BATTERY CONNECTORS**
  - S-connector PS-6120 TS

**CORPORATE HEADQUARTERS**
(USA AND INTERNATIONAL EXCLUDING EMEA)
Power-Sonic Corporation
7550 Panasonic Way, San Diego, California 92154
T: +1 (619) 661 2020
F: +1 (619) 661 3650
E: customer-service@power-sonic.com

**POWER-SONIC EUROPE LIMITED**
(EMEA – EUROPE, MIDDLE EAST AND AFRICA)
3 Buckingham Square, Hurricane Way, Wickford, Essex SS11 8YQ
T: +44 (0)1268 560686
F: +44 (0)1268 560902
E: salesEMEA@power-sonic.com

To ensure safe and efficient operation always refer to the latest edition of our Technical Manual, as published on our website.

© 2018. Power-Sonic Corporation. All rights reserved. All trademarks are the property of their respective owners.

All data subject to change without notice. E&O.E
**TERMINAL DETAILS**

For SLA Batteries PS, PSG, PSH and PG Series

**NB1 TERMINAL POSTS**
With nut & bolt connectors

- Torque: 2.0~3.0 Nm
- Diameter: 12mm

**NB2 TERMINAL POSTS**
With nut & bolt connectors

- Torque: 3.9~5.4 Nm
- Diameter: 14mm

**NB3 TERMINAL POSTS**
With nut & bolt connectors

- Torque: 3.9~5.4 Nm
- Diameter: 16.5mm

**NB3 TERMINAL POSTS**
With nut & bolt connectors

- Torque: 3.9~5.4 Nm
- Diameter: 16mm

**B, T6 THREADED INSERT – 6mm STUD**

- Diameter: 16mm
- Torque: 3.9~5.4 Nm

**T8 THREADED INSERT – 6mm STUD**

- Diameter: 20mm
- Torque: 3.9~5.4 Nm

**T11 THREADED INSERT – 8mm STUD**

- Diameter: 20mm
- Torque: 11.0~14.7 Nm

**T12 THREADED INSERT – 5mm STUD**

- Diameter: 12mm
- Torque: 2.0~3.0 Nm

**TERMINAL ILLUSTRATIONS 3D PERSPECTIVE**

- F1/F2
- SP
- NB1/NB2
- NB3
- NB4

**PRESSURE CONTACTS**

- B
- T8
- T11/T12
- WL
- U-
- U+

---

**CORPORATE HEADQUARTERS**

(USA AND INTERNATIONAL EXCLUDING EMEA)

Power-Sonic Corporation
7550 Panasonic Way, San Diego, California 92154
T: +1 (619) 661 2020
F: +1 (619) 661 3650
E: customer-service@power-sonic.com

**POWER-SONIC EUROPE LIMITED**

(EMEA – EUROPE, MIDDLE EAST AND AFRICA)

3 Buckingham Square, Hurricane Way, Wickford, Essex SS11 8YQ
T: +44 (0)1268 560686
F: +44 (0)1268 560902
E: salesEMEA@power-sonic.com

To ensure safe and efficient operation always refer to the latest edition of our Technical Manual, as published on our website.

© 2018 Power-Sonic Corporation. All rights reserved. All trademarks are the property of their respective owners.

All data subject to change without notice. E&OE.