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APRILIA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

850 SRV850 12-13 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
500 Scarabeo 09-13 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
300 Atlantic -12 – – – – – CB12AL-A2 –
250 Sport City 09-13 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
200 Scarabeo 09-13 – – – – – CB12AL-A –
150 Mojito 09-11 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
125 Sport City 08-13 – – – – – CB9-B –
100 Scarabeo ST 09-13 – – – – – CB9-B –
50 Sport City 08-13 – – – – – CB9-B –

SR50 09-15 – – – – – CB9-B –

BETA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

50 Ark Air/Ark Lc -97 – – – – – CB4L-B –
Chrono 95 – – – – – CB4L-B –
Eikon 00 – – – – – CB4L-B –
Quadra -97 – – – – – CB4L-B –
Tempo – – – – – CB4L-B –

125 Eikon 00 PAL9HY – – PTX9BS-FS PTX9-BS – –
150 Eikon 00 PAL9HY – – PTX9BS-FS PTX9-BS – –

BMW

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

650 C850, GT, Sport 11-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
600 C600, Sport 13-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –

C600 11-12 PAL14ZSHY – – PTZ14S – – –

BUG

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

90 Escape 00-07 – – – – – CB4L-B –
50 Bandit 00-07 – – – – – CB4L-B –

Jive 03-07 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Tango 01-07 – – – – – CB4L-B –

DAELIM

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

125 NS 125 97- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
NS 125 Transeagle 03-07 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
VC 125, S 96-99 – – – – – CB9-B –
VJ 125 Roadwin 04-09 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
VL 125 Daystar 00-09 – – – – – CB9-B –
VS 125 97-00 – – – – – CB9-B –
VS 125 Evolution 01-04 – – – – – CB9-B –
VT 125 Evolution 98-03 – – – – – CB9-B –

50 SJ 50 A E-Five 03-06 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
SJ 50 R A-Four 05-07 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
SJ 50 S-Five 01-09 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Tapo Message 50 04 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
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20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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DRR

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

All Models PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

E-TON

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

150 Beamer R4-150 -12 PAL9HY – – PTX9BS-FS PTX9-BS – –
Matrix R4-150 -12 PAL9HY – – PTX9BS-FS PTX9-BS – –
Sport 150 07-10 PAL9HY – – PTX9BS-FS PTX9-BS – –
Sport 150 -11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

50 Beamer 50, II, III, Matrix, R2 00-12 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Lightning 50 99-01 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Matrix 50 -11 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Sport 50 -11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

GENERIC

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

125 Soho 125 09- – – – – – CB4L-B –
XOR 125 09- – – – – – CB4L-B –
Zion 125 08-10 – – – – – CB4L-B –

50 Cracker 50 09- – – – – – CB4L-B –
Evolution 50 09- – – – – – CB4L-B –
Ideo 50 09- – – – – – CB4L-B –
Race 50 09- – – – – – CB4L-B –
Roc 50 09- – – – – – CB4L-B –
Toxic 50 07-08 – – – – – CB4L-B –
Trigger SM, X, Competition 09- – – – – – CB4L-B –

GILERA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

500 Fuoco 500ie 10-13 PAL16HY – – PTX20CH-BS PTX16-BS – –
Nexus 500ie 10 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2

300 Nexus 300ie 10 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
200 Runner 200 10-12 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
125 Runner 125 10-12 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
50 SP50 10-13 – – – – – CB4L-B –

HEINKEL

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

600 150, R103, Tourist 103A/Z – – – – – – 6N11A-1B

HONDA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

600 FSC600 Silver Wing 02-15 – – – PTZ12S – – –
300 NSS300 Forza 14-16 – – – PTZ12S – – –
250 CH250 Elite 85-90 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

CN250 Helix 93-09 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
CN250 Helix 86-87 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
NSS250 Reflex 01-09 – – – PTZ12S – – –
PS250 Big Ruckus 05-08 – – – PTZ12S – – –

Re
v3

: 1
0/

20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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HONDA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

SM250 09-13 – – – PTZ12S – – –
150 CH150 Elite 87 PAL9HY – – PTX9BS-FS PTX9-BS – –

CH150 Elite Deluxe 85-86 – – – – – CB9-B –
NHX110 Elite 10-11 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
PCX150 13 PAL7ZSHY – – PTZ7S – – –
PCX150 15-17 – – – PTZ8V – – –
SH150 10-12 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
SH150 13 PAL7ZSHY – – PTZ7S – – –

125 CH125 Elite 84 – – – – – CB9-B –
NH125 Aero 84 – – – – – CB5L-B –
PCX125 11 PAL7ZSHY – – PTZ7S – – –
SH125 10-12 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
SH125 13 PAL7ZSHY – – PTZ7S – – –

110 NHX110 Elite 10-13 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
80 CH80 Elite 93-09 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

NH80 Aero 85 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
NH80MD Aero 83-84 – – – – – CB5L-B –

50 CHF50 Metropolitan, II, SP 02-13 PAL7ZSHY – – PTZ7S – – –
NB50 Aero 85-87 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
NB50M Aero 83-84 – – – – – CB4L-B –
NCH50 Metropolitan 13-17 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
NN50MD Gyro 84 – – – – – CB4L-B –
NPS50, S, Ruckus 03-17 PAL7ZSHY – – PTZ7S – – –
NQ50 Spree 84-85 – – – – – CB4L-B –
NQ50 Spree, 50D SS 86-87 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
P50 Little Honda 67-68 – – – – – – 6N4-2A-4
SA50 Elite LX, S, SR 88-01 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
SB50 (All) 88-90 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
SE50 Elite (All) 87 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
TG50 Gyro S (All) 85-86 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

HYOSUNG MOTORS

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

250 NS3-250 09-16 PAL9HY – – PTX9BS-FS PTX9-BS – –
100 EZ100 All PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
50 SB50 Super Cab, SD50 Sense All PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

SF50 Prima, Rally, Sense All PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

ITALJET

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

180 Dragster 99- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
150 Torpedo – – – – – CB9-B –

Millenium PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
125 Jack 07-08 – – – – – CB9-B –

Jet Set 97-08 – – – – – CB9-B –
Jupiter 97-08 – – – – – CB9-B –
Millenium PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Torpedo 4T 00-04 – – – – – CB9-B –

50 Adly – – – – – CB5L-B –
Bazooka, 2 – – – – – CB4L-B –
Cruise – – – – – CB4L-B –
Fomula 95- – – – – – CB4L-B –
Pista – – – – – CB4L-B –
Reporter – – – – – CB4L-B –
Scoop – – – – – CB4L-B –

(continued)

Re
v3

: 1
0/

20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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ITALJET

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

Velocifero 95- – – – – – CB4L-B –

JIANGMEN DIHAO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

110 HN100 PAL7ZSHY – – PTZ7S – – –
100 110-4, 6 PAL7ZSHY – – PTZ7S – – –

KYMCO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

500 Xciting 500i 09-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
400 Xciting 400i 09 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
300 Downtown 300 -13 PAL12HY – – PTX12ABS-FS PTX12A-BS – –

People GT -16 PAL12HY – – PTX12ABS-FS PTX12A-BS – –
275 X-town 18 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
250 People 250 09-11 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

Xciting 250i 10-11 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
200 People S 200 -11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

People GT -13 PAL12HY – – PTX12ABS-FS PTX12A-BS – –
150 People S 150 09-13 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

Super 8 150 09-16 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
125 Agility 125 -16 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

People S 125 09-11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
50 Agility 50 09-18 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

People 09-13 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
People S 50 09-10 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Super 8 09-18 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Super 9 09-10 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

LML

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

250 Star 13- – – – – – CB9-B –
125 Star 13- – – – – – CB9-B –

MANCO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

50 5049E 02-06 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
5051L 06 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

PEUGEOT

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

500 Satelis 07 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
400 Metropolis 13-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –

Satelis 07 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
Satelis 2 14- PAL14ZSHY – – PTZ14S – – –

300 Geopolis evo 14- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
250 ST/SV 01- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
150 Elyseo 98 – – – – – CB12AL-A –

Tweet 10-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
125 Citystar 14-17 – – – – – CB12AL-A2 –

(continued)

Re
v3

: 1
0/

20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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PEUGEOT

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

Django 125 14-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Elyseo 98 – – – – – CB12AL-A –
Satelis, Compressor 07 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
SV, SV Geo 93-97 – – – – – CB5L-B –
Tweet 125 10- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Vivacity 14-16 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

105 Ciclomotore (E-Starter) 01- – – – – – CB4L-B –
100 Elyseo 02-04 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

Looxor 01- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Speedfighter 98- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
SV, SV Geo 97 – – – – – CB5L-B –
Trakker 98- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Trekker 98- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Vivacity 99- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
X-Fight 01- PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Zenith 01- – – – – – CB4L-B –

80 SV, SV Geo 93-96 – – – – – CB5L-B –
50 Buxy, RS 96-97 – – – – – CB4L-B –

Citystar 14-16 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Django 4T, 2T 00-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Elyseo 98 – – – – – CB4L-B –
Elystar TDS 03- – – – – – CB4L-B –
Jet Force 03 – – – – – CB4L-B –
Kisbee 2T, 4T 13-16 – – – – – CB4L-B –
Liverty – – – – – CB4L-B –
Looxor 01- – – – – – CB4L-B –
Ludix 01 – – – – – CB4L-B –
NK7 08-13 – – – – – CB4L-B –
Rapido, Rapido3 01- – – – – – CB4L-B –
SCLI Metropolis 01- – – – – – CB4L-B –
Speedake 01- – – – – – CB4L-B –
Speedfight 4T, 2T 00-17 – – – – – CB4L-B –
Speedfight LC 97-99 – – – – – CB4L-B –
ST 01- – – – – – CB4L-B –
Tweet 2T, 4T 13-16 – – – – – CB4L-B –
Tweet 50 10- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Tweet evo 14- PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
V-clic 09-14 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Vivacity 99- – – – – – CB4L-B –
X-Fight – – – – – CB4L-B –
XP6 96-08 – – – – – CB4L-B –
XR7 08-13 – – – – – CB4L-B –

PGO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

90 Big Max 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Galaxy 94-97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Tornado 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

80 Star 93-96 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
50 Big Max 95-96 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

Big Max Sport 96-97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Comet 93-96 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Comet Junior 94-97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Galaxy 93-97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Mega 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Star II 93-96 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Tornado 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

(continued)
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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PGO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

25 Comet 95-97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Galaxy 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Mega 97 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

PIAGGIO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

500 Beverly 500 (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Beverly, Cruiser, Euro3 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
BV500 08-13 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Fuoco 500ie 10-11 PAL16HY – – PTX20CH-BS PTX16-BS – –
MP3 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 500/ Sport ABS 08-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus 500 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
Nexus 500ie 10 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
Nexus, Euro3 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
X10 12- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X9 500 PAL16HY – – PTX20CH-BS PTX16-BS – –
X9 Evolution Euro 01- PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2 –
X9 Evolution USA PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –

460 X9 09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
400 Beverly 400 ie (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –

Beverly 400 ie Tourer (Euro 3) 08-09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Beverly ie Tourer 08-09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 400 08-13 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 LT 09- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X Evo PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X Evo 400 (Euro 3) 07-09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X8 400 ie (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X8 ie (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –

350 Beverly 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly Sport Touring  IE ABS 10-16 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
BV350 ABS 13-16 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
X10 12-16 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 

300 Beverly  IE, Police 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly RST 4T 4V ie (Euro 3) 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly S IE 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
GTS300, GTV300 10- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 IE, Sport 11- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 Yourban, LT 11-17 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus 300ie 10-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus ie PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Vespa GTS 13- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa GTS ie Super 10-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Vespa GTV 08-09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X7 evo 13- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 

250 Beverly 250 (Euro 3) (MIC 2007) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Beverly 250 Cruiser (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Beverly 250 Tourer (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Beverly, Cruiser, Tourer PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
BV250 08-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Carnaby 250 4T ie (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Carnaby 4T ie 08 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
GTS250 10-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
GTV250 10-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Hexagon GT 98-00 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
MP3 06- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.

POWERPOWERSPORTSPORT SERIESSERIES 
BATTERY APPLICATIONS: 
SCOOTERS

73



SC
OO

TE
RS

www.power-sonic.com 
To ensure safe and efficient operation always refer to the latest edition of our Technical Manual, as published on our website.
© 2020. Power-Sonic Corporation. All rights reserved. All trademarks are the property of their respective owners.
All data subject to change without notice. E&O.E

EMEA – EUROPE, MIDDLE EAST  
AND AFRICA HEADQUARTERS 
Power-Sonic EMEA 
Smitspol 4, 3861 RS Nijkerk,
The Netherlands
T: + 31 33 7410 700 
E: salesEMEA@power-sonic.com 

GLOBAL HEADQUARTERS  
Power-Sonic Corporation 
365 Cabela Dr Suite 300, 
Reno, Nevada 89523 
USA
T: +1 619 661 2020 
E: customer-service@power-sonic.com 

PIAGGIO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

Nexus 250 (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus, Euro3 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus, SP Euro3 PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2
Superhexagon GTX 01-03 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa GTV 250 ie Navy PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Vespa GTV ie Navy 08-09 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X Evo PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X Evo 250 (Euro 3) 07 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X7 250 ie (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X7 ie 08 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X8 250 ie PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2
X9 250cc. PAL14L-AHY – – PTX14AHLBS-FS PTX14AHL-BS CB14L-A2

200 Beverly 200 02 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly 200 03-06 – – – – – CB10L-B2 –
Beverly 200 07- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Carnaby 200 4T (Euro 3) 07-08 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Carnaby 4T PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Liberty 200 4T Sport 07 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty 200cc. PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Motore Go-Kart 200cc PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Runner 200 10-11 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Runner 200 VXR 4T -ST- (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa PX 200 – – – – – CB9-B –

180 DNA 180 – – – – – CB9-B –
Hexagon LXT 00- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Runner 180 2T – – – – – CB9-B –
Runner 180 4T 07- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Superhexagon GTX 00-01 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
X9 00-02 – – – – – CB10L-B2 –

150 Excutive 16- – – – – – CB9-B –
Fly 150 – – – – – CB9-B –
Fly 150 4T – – – – – CB9-B –
Liberty 05-08 – – – – – CB9-B –
Liberty 150 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty 150 3V 13- – – – – – CB9-B –
Liberty 150 4T (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty 150 4T Sport (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty 4T, Sport 00-03 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
LX150 07- – – – – – CB9-B –
LX150 4T -16 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Medley 16- PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Skipper 150 – – – – – CB9-B –
Skipper 150 2T – – – – – CB9-B –
Skipper LX/ST 4T – – – – – CB9-B –
Typhoon 150 98-00 – – – – – CB9-B –
Vespa 150 LX 07- – – – – – CB9-B –
Vespa ET4 (sealed) PAL9HY – – PTX9BS-FS PTX9-BS – –
Vespa ET4, LX. PX 99- – – – – – CB9-B –
Vespa LX 4T PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LX Touring 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LX150 3V 10-13 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Vespa PX 150 – – – – – CB9-B –

125 Beverly 00-03 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly 125 Tourer (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly 125, GT, 4T 03-07 – – – – – CB9-B –
Beverly RST 4T 4V ie (Euro 3) 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Beverly, Sport (Euro 3) 12-17 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Carnaby 124 4T 07-08 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade
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to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM
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AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

DNA 125 – – – – – CB9-B –
Excutive 00- – – – – – CB9-B –
Fly 125 05-12 – – – – – CB9-B –
Fly 125 3V 13-17 PAL14ZSHY – – PT12B-4 – – –
Granturismo PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Hexagon LX4 00- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty 98-02 – – – – – CB9-B –
Liberty 3V 08 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Liberty 4T, Sport 08 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Liberty IGET 17- PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Medley 17- PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Medley 16- PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
MP3 07-16 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
MP3 Yourban 11-13 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Nexus 125 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
RS 125 ES, Racing – – – – – CB9-B –
Runner 125 10-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
Runner 125 VX 4T 07 – – – – – CB9-B –
Runner 125 VX 4T -ST- (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Runner 125, DT, DD, 4T, VX, E2 – – – – – CB9-B –
Sfera RST – – – – – CB9-B –
Skipper 125 2T – – – – – CB9-B –
Skipper 4T – – – – – CB9-B –
ST4 Leader 00- PAL9HY – – PTX9BS-FS PTX9-BS – –
Superhexagon GTX 00-02 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa 946 13-16 PAL14ZSHY – – PT12B-4 – – –
Vespa ET4, LX 96-02 – – – – – CB9-B –
Vespa Granturismo 06-07 – – – – – CB9-B –
Vespa GT H2O, UK – – – – – CB9-B –
Vespa GTS 125 06- – – – – – CB9-B –
Vespa GTV 125 4T Navy (Euro 3) 08-09 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa GTV 4T Navy, LXV PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LX Touring 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LXV 125 4T PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LXV 125 4T Navy (Euro 3) PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa LXV ie 4T 10- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
Vespa PX 125 13- – – – – – CB9-B –
Vespa S 125 3V 13-16 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
X evo 07- PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X Evo 125 (Euro 3) 07-17 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X10, Sport 12- PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
X7 08-11 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X7 (Euro3) 08-11 PAL14ZSHY – – PTX12BS-FS PTX12-BS – – 
X8 125 Premium (Euro 3) PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X8 Premium 06-07 PAL14HY – PTZ16H PTX14BS-FS PTX14-BS – –
X9, Evolution 03-07 – – – – – CB9-B –
Zip 4T 00- PAL9HY – – PTX9BS-FS PTX9-BS – –

100 Diesis 07- PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Fly 4T 05-08 – – – – – CB9-B –
Free 100 4T -07 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Free 4T 02-06 PAL9HY – – PTX9BS-FS PTX9-BS – –
Zip100 06- PAL9HY – – PTX9BS-FS PTX9-BS – –

80 TPH80 95- – – – – – CB5L-B –
50 Diesis – – – – – CB4L-B –

DNA PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Easy Moving – – – – – CB4L-B –
Fly 2T 05-17 – – – – – CB4L-B –
Fly 50 09-16 – – – – – CB9-B –
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# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

Fly 50 4T -05 – – – – – CB9-B –
Fly 50 4T 06-11 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Free – – – – – CB4L-B –
Free PTT – – – – – CB4L-B –
GPR 50 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
ICE 50 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Liberty 97-17 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Liberty 4T, 4T RST, 4T Sport – – – – – CB9-B –
Liberty 50 18 – – – – – CB9-B –
Liberty 50 IGET 17- PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
LX50 10- – – – – – CB9-B –
NRG 99-16 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
NRG 2T H20 Power – – – – – CB9-B –
NRG Extreme, DT, DD 99-01 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
NRG MC3 01-04 – – – – – CB4L-B –
NRG Power DD 05-17 – – – – – CB9-B –
NRG Power DT 05-06 – – – – – CB9-B –
NRG Power PureJet 04-08 – – – – – CB9-B –
NRG PureJet 05-17 – – – – – CB9-B –
RCR – – – – – CB4L-B –
Runner 03-08 – – – – – CB4L-B –
Runner Poggiali PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Runner Replica – – – – – CB9-B –
Scatto – – – – – CB4L-B –
SMT – – – – – CB4L-B –
SP50 10- – – – – – CB4L-B –
SR 50 PureJet – – – – – CB9-B –
Stalker 50 – – – – – CB4L-B –
Stalker Naked – – – – – CB4L-B –
Typhoon 50 – – – – – CB9-B –
Typhoon 50 2T 93-11 – – – – – CB4L-B –
Typhoon 50 4T 09-17 – – – – – CB9-B –
Vespa 4T – – – – – CB9-B –
Vespa ET2 Iniez 92-04 – – – – – CB5L-B –
Vespa ET2, Injection 00-06 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Vespa ET4 00-09 – – – – – CB9-B –
Vespa LX 2T 06-12 – – – – – CB4L-B –
Vespa LX 4T 08- – – – – – CB9-B –
Vespa LX 4T, LXV 2T 05-08 – – – – – CB9-B –
Vespa LXS 07- – – – – – CB9-B –
Vespa LXV 2T 08- – – – – – CB9-B –
Vespa PX – – – – – CB9-B –
Vespa S 50 2T 13- – – – – – CB4L-B –
Vespa S 50 4T 13- – – – – – CB9-B –
Zip – – – – – CB4L-B –
Zip 2T 00-07 – – – – – CB4L-B –
Zip 2T 08- PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Zip 4T 00-05 PAL9HY – – PTX9BS-FS PTX9-BS – –
Zip 4T Euro 2 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –
Zip Catalyzed. 2T 00-02 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Zip Fast Rider – – – – – CB4L-B –
Zip SP Euro 2 06-08 – – – – – CB4L-B –

QUADRO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

313 3D 350 11- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

(continued)

Re
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20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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RIZZATO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

50 Hacker AT12, LC, Racing PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Byte AT10 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Carosello PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

SCP

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

50 50 Runna 04-06 – – – – – CB4L-B –

SUZUKI

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

650 AN650 Burgman 03-17 PAL14HY – PTZ16H† PTX14BS-FS† – – –
400 AN400 Burgman 03-16 PAL9HY – – PTX9BS-FS PTX9-BS – –
200 UH200A Burgman 14-17 PAL9HY – – PTX9BS-FS PTX9-BS – –

SYM

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

600 MAXSYM 600i 14-17 PAL14ZSHY – – PTZ14S – – –
400 MAXSYM 400i 11-15 PAL14ZSHY – – PTZ14S – – –
300 Citycom 300 EFI 10-17 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

GTS 300 EFI 11- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
GTS EFI 10-17 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
GTS3000i 10-13 PAL14ZSHY – – PTZ14S – – –
Joymax Evo 09- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
RV270 14- PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

250 GTS 14-17 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –
Joyride S -17 PAL9HY – – PTX9BS-FS PTX9-BS – –
RV250 11-15 PAL14ZSHY – – PTX12BS-FS PTX12-BS – –

200 HD 09- PAL9HY – – PTX9BS-FS PTX9-BS – –
Joyride PAL9HY – – PTX9BS-FS PTX9-BS – –

180 RV180 PAL9HY – – PTX9BS-FS PTX9-BS – –
150 Attila 00-01 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

Fighter 150 14- PAL12HY – – PTZ10S – – – 
Fighter New PAL12HY – – PTZ10S – – – 
GT150 PAL12HY – – PTZ10S – – – 
Joyride PAL9HY – – PTX9BS-FS PTX9-BS – –
Shark PAL9HY – – PTX9BS-FS PTX9-BS – –
Symphony 10- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

125 Attila 99-00 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Fiddle 08-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Fiddle II 10- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
GR125 EFI PAL12HY – – PTZ10S – – – 
GT Super, Super 2 14- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
GT125 EFI PAL12HY – – PTZ10S – – – 
GT125 EVO PAL12HY – – PTZ10S – – – 
GTS125 08-17 PAL9HY – – PTX9BS-FS PTX9-BS – –
HD Evo -10 PAL9HY – – PTX9BS-FS PTX9-BS – –
HD125 10-11 PAL9HY – – PTX9BS-FS PTX9-BS – –
Jet 14 -17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Jet Power 125 PAL12HY – – PTZ10S – – – 
Joyride 01-17 PAL9HY – – PTX9BS-FS PTX9-BS – –
Joyride S -17 PAL9HY – – PTX9BS-FS PTX9-BS – –
New Duke 00-01 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

Re
v3

: 1
0/

20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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SYM

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

Orbit 16-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Shark PAL9HY – – PTX9BS-FS PTX9-BS – –
Super Duke 00-01 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Symphony 16-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

110 IRX 115 14- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Magic – – – – – CB5L-B –
Mii 110 -11 PAL12HY – – PTZ10S – – – 
Mii 110 14- PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
RVI – – – – – CB5L-B –
RX110 14- PAL12HY – – PTZ10S – – – 

100 Bonus – – – – – CB5L-B –
Cinderella 99-01 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Mio PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

50 DD PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Fiddle 10-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Jet 4 11-16 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
JetEuro 05-11 PAL7ZSHY – – PTZ7S – – –
Jungle 96-00 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Mask PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Mio 10-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Mio 09 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
Orbit 2T, 4T 09-17 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
RS50 10 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Symphony 16-11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
Symphony -11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –
SYMply50 10-11 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

TGB

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

150 Transcoot 150 04-07 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Sienna 150 02-04 PAL9HY – – PTX9BS-FS PTX9-BS – –

125 Urban 125 99-04 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Sienna 125 02-04 PAL9HY – – PTX9BS-FS PTX9-BS – –

100 Urban 100 03-04 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
50 VooDoo 50 99-04 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

Transcoot 50 05-07 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Arkos Tec 50 00-06 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Urban 50 03-06 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –

V-MOTO

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

125 Montego 125 06-08 PAL9HY – – PTX9BS-FS PTX9-BS – –
Monaco 125 04-10 PAL7ZSHY – – PTX7LBS-FS PTX7L-BS – –

50 Milan JX50 02-07 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
Monza 50 03-11 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

YAMAHA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

530 T-MAX, XP500F 13-16 – – – PTZ12S – – – 
500 XP500T-Max 09-13 PAL12HY – – PTZ10S – – – 
400 YP400 Majesty 04-14 – – – PT9B-4 – – –
250 Maxam -13 PAL12HY – – PTZ10S – – –

Morphous 06-07 PAL12HY – – PTZ10S – – –
200 XC200 Riva 87-91 – – – – – CB10L-B2 –

(continued)

Re
v3

: 1
0/

20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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YAMAHA

cc Model Year
Lithium Iron Phosphate 
(LiFePO4) Upgrade

Additional Ready  
to Go AGM  
Upgrade

Ready to Go AGM 
Upgrade Ready to Go AGM

Locally Activated   
AGM

High Performance 
Conventional  
Lead Acid 

Conventional  
Lead Acid

180 XC180 Riva 83-85 – – – – – CB10L-B –
155 Smax 15-17 PAL7ZSHY – – PTZ7S – – –
125 YJ125T Vino 125 04-09 PAL7AHY – – PTX7ABS-FS PTX7A-BS – –

XC125 Riva 85-01 PAL7ZSHY – – – – CB7C-A –
Zuma 125 09-17 – – – PT7B-4 – – –

50 CE50 Riva Jog 86-87 – – – – – CB4L-B –
CG50 Riva 88-91 – – – – – CB4L-B –
CV50 Riva Jog 92-01 PAL4LHY – – PTX4LBS-FS PTX4L-BS – –
CW50 Zuma 89-90 – – – – – CB4L-B –
CW50 Zuma II 97-01 – – – – – CB4L-B –
JOG, ZR -13 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
SH50 Riva Razz 87-01 – – – – – CB4L-B –
Vino/Vino Classic 01-09 – – – – PTX4B-BS – –
VOX -13 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
XC50 Vino Classic 06-18 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
XF50W (C3) 07-13 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –
YW50A, F, FX Zuma 02-18 PAL5LHY – – PTX5LBS-FS PTX5L-BS – –

(continued)

Re
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20

# The PTX20 series batteries may be used as an optional upgrade, but some modification 
to the hold down may be necessary. See battery label for retrofit cautions.

† Must use factory activated battery.
* Must use adapter kit available from Buell.
< Requires use of Cover/Spacer Kit.
+ Eliminates need for sensor (needs to be disabled).
≈  This battery includes a sensor.
**  When ordering this battery, specify sensor.
++ Must use existing terminal adapter.
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