POWER SONIC

PS-12750

General Purpose SLA
PS Series - General Purpose

Configuration Options

e PS-12750 FR M6
e PS-12750 M6
e PS-12750 U

Performance Specs

Nominal Voltage 12.0 Volts, (6.0 dells) . .
Available Terminals (mm)

Nominal Capacity

20-hr. (4.0A to 10.8 Volts) 80.0Ah
10-hr. (7.5A to 10.8 Volts) 75.0Ah
5-hr. (13.7A to 10.2 Volts) 68.5Ah
1-hr. (47.3A to 9.6 Volts) 47.3Ah
Approximate Weight 50.041bs, (22.7kg)

L: 10.24in, 260.0hm
h6.61in, 168.0n

Dimensions )
+/- 0.08 in. (+/- 2mm) for Ieryxt
width, and height dimensionsH: 8.19in, 208.0n

TH: 8.43in, 214.0m
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Internal Resistance (approx.) mQ 7.2mo
Max Short Circuit Discharge
1725.0A
Current
Operating Temperature
Range
Charge "4°F ("20°C) to 122°F K50°C)
Discharge 5°F ("15°C) to 140°F |60°C)
Case ABS (UL94 HB or V-0 ogtional)

Recommended Power-Sonic
Charger

PSC-126000AC

To ensure safe and efficient operation always refer
our Technical Manual, as published on our website.
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